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The Kuibyshev Metallurrical Plant in Kramatersk (37932'B/4)80)39N), Ukrainian 
‘SSR, had three blast furnaces. The southern blast furnace was destroyed 
beyond repair during the war. Parts of this furnace wore dismantled and 
installed in the other furnaces, The very old 20smeter hich blast furnace 
in the middle resumed operation in 195. The charve for this furnace was 
transported by wheel barrows. The northern blast furnace (same size) which 
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ywas being reconstructed by German enrineers was equipped with modern 


Bu 


% 


ee 


Hitt 


oe Lifts. Reconstruction was acheduled to be completed by early 
1950. # 


The open-hearth plant had four or five open-hearth furnaces of an unknovm 
capacity, Every eight hours 60-ton bucket cars loaded with pig iron arrived 
from the blast furnace. tt 


‘The rolling mill, 150 x 60 x 18 meters, hed three or four mill trains and 
produced angle iron and iron rods, two cernbinaters in diameter. Details . 
were not know. 


The power plant was equipped with one coal=burning steam boiler, two meters 
in ljiameter, eight to ten meters long. The coal was crushed in four 
horizontal. iron drums, two meters in diameter, four to five meters iong. 


Some of the newly constructed buildings were almost comploted, some were 
without roof and others were still unequipped, x 


L_—Forment« a a « It cannot be determined whether 
he northern or the southern bias» furnace is the oid and unserviceable ons. 


All_sources have agreed that, the middle blast furnace was in operation, 

Comment. The number of open-hearth furnaces reported has varied 
etween four and five. The furnace capacity has been previously reported, 

Cenments For layout sketch of this plant, ace annex, This is the most 
etalled reyroduction received of the plant layout. The location of the 
main departments, i. ¢o, blast furnaces, open-hearth plant, rolling mill, 
coking plant, and of several minor sections, agrees with previous reports. 
The detailed sketch is believed to be approximately correct, The river 
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dividin; the plant area has heen previously identified as the Torets “iver. 


1 Amex: 1 blueprint. 


COMPIDENTIAL/CONTRCL/US Ol'NICIALS ONLY 


-Approved For Release 2002/08/08 : CIA-RDP82-00457R010400200004-4 


CONPIDENTIAL/CONPTROL/US OFFICIALS OULY 
Approved For Release 2002/08/08 : CIA-RDP82-00457R010400200004-4 


CENTRAL INTELLIGENCE AGTNCY | 


Lepend. 
Lo Switch house, 
Zo Stone building, 20 meters long. 
3. Sooling tower, 15 meters highs 
he Coaling station for plant Locomotives, 
Se ‘Stone storage building, 30 x 10 meters, for tools and instruments, 
6. Carpenter shop, stone building, 30 x 10 meters, 
7e Administration, three-story brick building, 50 x 15 meters, 
8. Club house, multi-story brick bullding, 35 x 15 meters, 
9o Brick building, 0 x 15 meters, with a coal dump in front, presumably a 
_ beiler house. Source did not remember whether there was a smokestack, 
10. Foundry, orick building, LO x 15 meters, with tivo casting furnaces used for 
plant requirements. 
dl, “ultiestory plant building, 30 x 10 meters, details not know, 
12, Brick building, 20 x 10 meters, housing kktchony canteen, and tool shep. 
13. Brick buildinz, 30 x 10 meters, housing ruard room and kitchen. . 
lk. Three iron cylinders, 8 to 10 meters in diameter, 12 meters hirh, Similar 
to air heaters, but without cupolas. The tops of all three cylinders are 
fairec into one smokestack. The use of these cylinders was not knowns 
15. Two-story plant building, 50 x 15 meters, with very high windows. Details 
ware not knowns 
16. Storage bunker under construction for coal or ore. A railroad track entering 
from the south and the chutes were also still under construction. 
17. Area covered with iron plates to facilitate transporting ore by wheal 
barrows o : 
18, ‘Moist for the middle blast furnace. 
19, Blast furnace, presumaly not to be rnconstructed. 
20, Very old blast furnace, 20 moters high, 10 mcters in diameter, in operations 
@lo Hodern blast furnace, same sige as No 20, to be completed by early 1950, 
22. Ccke dump ¢ 
23. Cre dunp, 
2he ot blast stoves, 15 meters high, in operation. 
255 Hot blast soves being reconstructed, 
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fransformer station, 50 x 8 x 12 meters. 


Multi=story brick building, 15 meters square, with high smokestack, 
presumably a boiler house. 


Water basin, 150 x 1060 meters, used to cool the slag. 
travelling erane with cable csr veed to drm. the slag. 
Brick building, 40 meters long, presnnably cement warehouse . 
Cenent factory, multi-story brick building. 

Dare 


Saw mill, 100 x 200 meters with several small cantonment buiidings, used 
for plant requirements o 


Casoline storare depot «ith four iron tarks and railroad tani: cars, Lxart 
contents of this denot were not lmown. 


Coal dump. 
Stables» 
Seran dump. 


Tall building, 80 x hO meters, under construction. Presumably a new foundry . 
Work was being done on the roof during September 1949. 


Kitchen for transport workers and Pilso 


Slag duripe 


Crane with iron frame and a crushing ball used to crush the slag from the 
open~hearth plant... ; 


Garages, 35 x 10 meters, accommodatine 8 to 10 four-ton trucks. 
Coking plant, 60 x 15 meters, with 50 coking chambers, each 1 meter wide 
and oy S meters high, The northern section was about 20 moters higher 
than the rest of the building. A conveyor belbs 2 meters wide, entcred the 
building from the north. 


Administrative offices, kitchen, and warehouse. These were three-story 
stone buildings. 


Several stone buildings, 15 to 20 meters long, used for tool storage, 


Threeestory stone building housing mess for employees of the rolling mill 


and open-hearth plant. 


Rolling mill, 150 x 60 x 18 meters, with three or four unknown milling 
machines, a traveling crane and several railroad connections. 


Crane installation on iron scaffold above three railroad tracks, used to 
load rollirg mill products, angle iron and iron rods. 
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Storace space for molds. 


- Compressor station, 15 x 10x 15 meters, with a larve pressure boiler on 


the southern side of the building. 
Traveling crane extending from the opon-hearth plant to the rolling mill. 


Repair shop for railroad cars, 80 x 20 x 15 meters, equipped with six or. 
seven axle lathes. , 


. 


Skeleton of a new multi-story building, 20 %o 25 weters lon, not equipped 
as of September 199. 


Jater tower, ferro~conerete structure, 20 to 25 meters highs 
Switch ho s@. 


Fourestery workshop, 60 x 20 meters, the skeleton of which was completed and 
york was being done on the roof. The use of this building was not knovns, 


Danared buildin: with several undestroyed rooms, used for the’ production 
of slag stones. 


¥irsteaid station, 15 x 8 meters o 


Stone building, 12 x 9 meters, housing employment office and waiting room 
for laborers. 


Plant Llccomotive repair shop, 30 x 20 meters. 

Openshearth plant, 150 x 50 x 15 meters, equipped with four or five open= 
hearth furnaces connected to the gas plant by pipes. There vere loadins 
eranes inside and outside the building. 


Gas vlant, 10 x 15 reters, the coal was charred throurh a funnel in the 
rook » 


Tool shed. 

Lime roasting plant, 20 x 15 x 15 meters, constructed in 1949. 
Preawar gas plante 

Brick shed, 30 x 15 meters. 

Switch house. 

oil mill, 35 meters, long, 20 meters highs 

Coal dump. 


Power plant, multi-story brick building, SO «20 meters, equipoed with a 
conveyor o 


Pump stations 


Cocling tower. 
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